


  SPECIFICA TIONS    BENEFIT S   

• Limit ed f oot print    For c ompact la yout
• 1 single z one f or cleaning and har d c oating   ISO6 c oating chamber
•  Automatic  detergen t, alcohol and varnish  refillin g  Easy ma int enanc e, stable  process and no pr oductio n stop
• Simple design f or 1 or 2 shift use  Easy maint enanc e
• R emot e connection t o SCL servic e t eam   Easier and f aster diagnosis. Upgr ading pos sibility
•  Optimiz ed w ater and ener gy c onsumption   Sustainable pr oc ess
• User friendly HMI

  TECHNICAL D ATA 

Machine splittable in 2 parts f or shipment
Dimensions ..................... :  422 x 132  x 206 cm
Weight .............................. : ~  1020 k g
Electricity ........................ :  11 or 12,9 kW / 400 V (3Ph + N + Gnd)
Compr essed air ............. :  No
Flo w machine left t o right or fr om right t o left 
CE and UL c omplianc e

  PERIPHERALS 

• Chillers t o maintain the c oating t emper atur e +5  +20°C
• Curring o vens : s tand alone or in-line
• A ut oma tic osmosis unit f or ultr a pur e w ater pr oduction
• Dr aining tank with lift pump
•  Ultr asonic s tripping f or lenses and r acks :  

stand alone or aut oma tic cleaning machine
• A/ C unit f or c oating z one
• Er gonomic pr epar ation/ contr ol s ta tion
• L ens-holders and r ack f or 12 or 16 lenses

HARD COAT LEADER

www.scl-in t l.com

HARD  COAT CLEANING TINTING PERIPHERALS CONSUM ABLE S EXPERTISE

CE complianc e


